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FRONT VIEW

WHEN THE 7MM KEYED QUARTER TURN LATCH
IS TURNED, THE BYPASS MECHANISM FORCES
THE MECHANICAL INTERLOCK TO DISENGAGE,

ALLOWING ACCESS TO THE PRIMARY ENCLOSURE
WITHOUT OPENING THE EXTERNAL ENCLOSURE

C

REAR ISOMETRIC VIEW SHOWN WITH THE
BACK AND SUBPANEL OF THE PRIMARY
ENCLOSURE REMOVED FOR CLARITY

EXTERNAL DISCONNECT ENCLOSURE
BOLTED TO EXTERIOR RIGHT SIDE

OF THE PRIMARY ENCLOSURE
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CENTER EXTENSION STOP BAR
AND SECURING HARDWARE

INCLUDED FOR USE WHEN REQUIRED
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DETAIL "A"
SCALE  0.410

DETAIL "B"
SCALE  0.410



SCE-EXD18 BOLT PACK #113992 BILL OF MATERIAL
PART I.D.PART DESCRIPTIONQTYITEM

100044Standoff, Thru Hole, 6-32 X 1/4", Steel, Zinc Clear, SO-632-8ZI11

100897Nut, Keps, 10-32, Steel, Zinc Clear82

100898Nut, Lock, Nylon Insert, 10-32, Steel, Zinc Clear13

101384Rod Adapter, 0.31 Hex Rod W/Set Screw, Steel, Zinc14

101695Skeleton Key, Square 7mm, Polyamide Black15

102470Screw, Pan Head Phillips, 10-32 X 1/2", Steel, Zinc Clear46

102483Screw, Button Head Torx, 10-32 X 3/8", Stainless Steel47

102583Screw, Round Head, Combo Head, 6-32 x 0.75, Steel, Zinc18

104945Mech Interlock, for Multi-Door Encl w/Door Hinged on Left19

109493Spring, Extension, Loop Ends, 1.50 X 0.25 X 0.023, Steel110

109902Latch, 1/4-Turn 7mm Square w/22mm Slam Cam Black111

113986Mech Intrlk, Stop Bar for EXD, Lower, Stainless Steel112

113988Mech Intrlk, Stop Bar for EXD, Upper, Stainless Steel113

113989Mech Intrlk, Defeater Bracket for EXD, Stainless Steel114

114509Washer, Sealing, 10-32, Stainless Steel w\EPDM Gasket415

117799Mech Intrlk, Stop Bar Center Extension for EXD, Stainless Steel116
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ISOMETRIC INTERIOR PARTIAL VIEW
OF THE PRIMARY ENCLOSURE

CUTOUT PROVISIONS IN THE RIGHT
SIDE OF THE PRIMARY ENCLOSURE FOR

SECURING THE EXTERNAL DISCONNECT
ENCLOSURE COVER PLATE

CUTOUT PROVISIONS IN THE RIGHT
SIDE OF THE PRIMARY ENCLOSURE

FOR SECURING THE EXTERNAL
DISCONNECT ENCLOSURE

THE EXTERNAL DISCONNECT ENCLOSURE
(NOT SHOWN HERE) WILL BE BOLTED TO THE

EXTERIOR RIGHT SIDE OF A PRIMARY ENCLOSURE.
 

A HORIZONTAL HEX INTERLOCK ROD WILL
EXTEND FROM THE LEFT SIDE OF THE EXTERNAL

DISCONNECT ENCLOSURE AND INTO THE RIGHT SIDE OF
THE PRIMARY ENCLOSURE AND TIE TO THE ADJUSTABLE

INTERLOCK STOP BARS AS SHOWN IN THIS VIEW.

ISOMETRIC INTERIOR PARTIAL VIEW
OF THE PRIMARY ENCLOSURE

SLAM LATCH #109902 WITH
SKELETON KEY #101695

DEFEATER BRACKET
#113989

LOWER STOP BAR
#113986

6-32 SCREW
#102583

6-32 STANDOFF
#100044

EXTENSION SPRING
#109493

10-32 LOCK NUT
#100898

MECHANICAL INTERLOCK #104945
FOR PRIMARY ENCLOSURE FLANGE

LOWER STOP BAR
#113986

10-32 SCREWS
#102470

10-32 KEPS NUTS
#100897

UPPER STOP BAR
#113988

INTERLOCK ROD ADAPTER
#101384

10-32 KEPS NUTS
#100897

10-32 STAINLESS SCREWS #102483 AND SEALING
WASHERS #114509 USED WHEN (4) .218 HOLES

ARE DRILLED IN PRIMARY ENCLOSURE FLANGE
 

THE SCREWS & WASHERS ARE NOT USED IF AN INTERLOCK
MOUNTING PAD IS WELDED TO THE INTERIOR OF THE FLANGE

Corporate Office:
95 Midland Road

Saginaw, Michigan 48638-5770
(989) 799-6871

Fax (989) 799-4524
(800) 234-6871

http://www.saginawcontrol.com
E-mail: sce@saginawcontrol.comYour Enclosure Source R

inst-man_sce-exd18_4of5.dwg

10-32 SCREWS
#102470

CENTER EXTENSION 
STOP BAR #117799

10-32 KEPS NUTS
#100897

CENTER EXTENSION STOP BAR
AND SECURING HARDWARE

INCLUDED FOR USE WHEN REQUIRED
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7.44
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6.036.032.97

1.36

1.92

.31
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34.50 REF.
 

SCE-EXD18
HEIGHT

18.00 REF.
SCE-EXD18 DEPTH

6.16 4.63

1.00

3.63

5.00

1.75 FROM INSIDE
OF DOOR OPENING TO
 OF SLAM LATCH

.886

.792

.792

1.00 FROM INSIDE
OF DOOR OPENING

4.25

2.13

1.00

1.50 FROM INSIDE
OF DOOR OPENING TO
 OF INTERLOCK
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TOP OF SCE-EXD18 ENCLOSURE

THIS VERTICAL LINE REPRESENTS
FRONT OF PRIMARY ENCLOSURE THAT
THE SCE-EXD18 WILL MOUNT TO

3.13 x 4.13

cutout

CUTOUT PROVISIONS FOR AN
OPTIONAL ACCESS COVER PLATE

WHICH IS PROVIDED

*

*

* dimensions not critical

VERTICAL LOCATION OF THE SCE-EXD18 UNIT
OFF OF THE TOP OF THE PRIMARY ENCLOSURE IS

NOT CRITICAL. THE VERTICAL LINKING RODS
PROVIDED ARE ADJUSTABLE UP TO 11.50"

CUTOUT PROVISIONS FOR SECURING A
SCE-EXD18, SCE-EXD18SS OR SCE-EXD18SS6

DETAIL "C"
SCALE  0.250

CUTOUT DETAIL FOR
BYPASS MECHANISM

OF DOOR HANDLE
AND INTERLOCK

OPTIONAL
.218

(x4)

OPTIONAL .218 HOLES (x4) CAN BE DRILLED IN PRIMARY ENCLOSURE FLANGE AS
SHOWN FOR SECURING THE MECHANICAL INTERLOCK #104945 WITH 10-32 STAINLESS
SCREWS #102483 & SEALING WASHERS #114509 INCLUDED IN BOLT PACK #113992
IF THE INTERLOCK MOUNTING PAD IS NOT WELDED TO THE INTERIOR OF THE FLANGE

PRIMARY ENCLOSURE FLANGE
CUTOUT DETAIL

INTERLOCK MOUNTING
PAD #104782

MECHANICAL INTERLOCK
#104945
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